
Material Safety Data Sheet 

#029 
Flammable Carpet Pad Cement 

SECTION 1- PRODUCT IDENTIFICATION 
Manufacturets Name: Capitol Adhesives 
Address: 300 Cross Plains Blvd., Dalton, GA 30720 
Telephone #: 1-800-831-8381 
Genetic ID: Neoptene RubberAdhesive in Solvent Solution 
DOT Hazard Classification: Class 3 Flatnmable Liquid UN: 1133 
Ptoduct Identity:#029 Flammable Catpet Pad Cement 
fIIvIIS: H=1 F=3 R=0 

SECIION II - HAZ.ARDOUS COMPONENTS 
%(weight) PEL 	TLV 

Hexane 	 40.9 	50 ppm 50 ppm 
(CAS# 110-54-3) 
Hydtotteated Light 	22.1 

Distillate 
Methyl Ethyl Ketone 	7.4 	300 ppm 200 ppm 
(CAS# 78-93-3) 

SARA TITLE HI Reportable 
Methyl Ethyl Ketone 
N-Heaane 

SECTION III - PHYSICALDATA 
Initial Boiling Point 
Vapor Presstue: 
Vapor Density (Air=1.0) 
Specific Gravtty: 
Petcent Volatiks: 
G/L VOC (Calculated): 

SECTION IV - FIRE AND EXPLOSION DATA 
Flash Point: 	 0°F 
Explosive L'unit (Product): 	1.2% 
ExtinguishingMedia: 	Foam,CO„DryChemical 
HAZARDOUS DECOMPOSTIION PRODUCTS: May fonn to dc 
materials: carbon dioxide and carbon monoxide,various hydrocarbons 
otunVaownstructure. 
SPECIAL FIItE FIGHTING PROCEDURES: Water may be used to 
lo'ep fne-etposed conminers cool until ftre is out. Wear self contained 
bteathing appamtus with full facepiece operated in pressutedemand 
orolher positive pressure mode when fightiag fites. 
UNUSUAL FA2E & EXPLOSION HAZARDS: Nerer use welding or 
cutting totch on or near cans ( even empty) because resultant pressure 
couldrupture. Empty cans should be incinerated. 

SECTION V- HEALTH HA7ARD DATA 
Petntissible Exposure Level: 	300 ppm 
Threshold Limit Value: 	50 ppm 
EFFECTSOFE}POSURE: Eyes- Cancauseitritation,redness,tear- 
ing, blutred vision. Skin- Prolonged or repeated contact can cause 
moderateinitation,defatting,detrnatitis. Breathing- Excessiveinhala- 
tion of vapors can cause nasal and respimtory irtitation, dizziness, 

wealatess, fatigue, nausea, headache, and even asphyxiation. Swallow- 
mg- Can cause gastrointestmal tnitatior4 nausea, vomiting, and diar- 
rhea. 
FirstAid: Sldtt-Soapandwatec Eyes-Flushwithwater,liftingupper 
and lower hds occasional[y. Ingestion- Do not induce vomiting. Ca0 
physician or transpott to an emergency facfiity. Inhalation- If affected, 
removeindividualtofreshaa. Useonlyinwellventilatedareaa. 

SECTION VI - REACTIVI-  
StabHity: 
Inoompatibility. 
Hazardous Deeomposition: 
Hazardous Polymerization: 
Conditions To Avoid: 

SECTION VH - SPILL OR LEAK PROCEDURES 
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR 
SPILLED: Absorb hquid on papet; vennicuhte, floor absotbent, or 
other absotbent matetial and transfer to hood. Allow volattle pottion 
to evaporate in hood. Allaw sttfficient titne for vapots to completely 
clear hood duct work Dispose of remaining material in accordattce 
with appflcable regulaRions. 

SECTION V[H - PROTECTIVE EQUIPMENT 
VENTIIATION: Adequate ventilation is essential to prevent vapor 
build-up.0pen a0availablewindowsandenttancestoinsuregoodven-
tilatiort. RESPIRATORPROTECTION: Adequaleventilationisnor- 
maQysufficient Ifeytsbegintowaterordizzittessorheadachesareex- 
petientzd, inct+ease fiesh atr supply, varar an MOSH approved resp¢a- 
tor, or leave the atea. PROTECTIVE GLOVES: Wear protectrve 
gloves to ptevent sldtt contact EYE PROTECTION: Wear glasses or 
protectivo goggles to avoid splashes. OTHER PROTECIIVE 
EQUIPMENT: None reqtuted. WASH IIANDS THOROUGHIY 
WITHSOAPANDWATER 

SECTION DC-SPECIAI.PRECAUTIONS 
Protect trom free.zhtg. Use only in applications as stated on the label. 
Do not take intemaily. Close container after each use. Avoid slott and 
eye oontact. E#inguish all open fumes. Do not use around any open 
Ilames, sparl5 orothersoutces of ignition. 

Ventilation with ftesh air, including open doors and windows should be 
observed during any Iboring installation. Opetate HVAC systems at 
100% ftesh air intake betore, during and after installation to eliminate 
lingering odors or particulate matter. 

The infotmation accumulated herein is believed to be accurate but is 
not wartanted to be whether otiginating with company or not, Itecipi- 
ents are advised to confum in advance of need that the infomtation is 
current, applicable and suitable to theircin;umstances. 

KEEP OUTOF REA.CH  OF CHILDREN 

149°F 
125.0 nun Hg @ 68°F 
3.0 
0.77 
70.4% 
542.0 

CY DATA 
Stable 
None 
None 
Cannot Occur 
Soutce.t of Ignition & Extteme Heat 

Capitol Adhesives, Ine. 
PO Box 2023 
300 Cross Plains Blvd. 
Daltott, Georgia 30720 
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